
SUBJECT 
PROPERTY

FRONT YARD SETBACK ON E. 
SOUTH BOULDER ROAD = 30'-0"

WAIVERS

OPEN SPACE = 30%

-REQUEST A WAIVER FOR SETBACK DISTANCE OF 17'-6" TO ALLOW FOR  A ROOF OVERHANG TO PROVIDE 
SHADE FOR A PEDESTRIAN-FRIENDLY SEATING AREA ALONG THE SOUTHWEST CORNER OF THE BUILDING. 
THIS WAIVER ALSO REQUESTS THE SETBACK DISTANCE OF 27'-6" FOR THE BUILDING FOOT PRINT  TO ALLOW 
FOR EXISTING VEHICULAR CIRCULATION, LOADING ZONE, AND TRASH SERVICES ALONG THE NORTH 
PROPERTY LINE.  

STANDARD ALTERNATIVE

EXTERIOR EATING AND DRINKING AREAS PER MOBILE FOOD COURT  AND SECOND STORY, PER SOUTH BOULDER ROAD SMALL AREA PLAN

-REQUEST A WAIVER FOR A REDUCTION OF OPEN SPACE TO 28%.   THE PROPOSED DEVELOPMENT INCREASES 
AND ENHANCES PEDESTRIAN ORIENTED AND LANDSCAPE SPACES. THE SIDEWALK, R.O.W. BOULEVARD AND 
STREET TREES WILL BE UPGRADED TO CURRENT STANDARDS. ON-SITE STORMWATER DRAINAGE QUANTITIES 
WILL BE REDUCED AND QUALITY BE IMPROVED. HOWEVER, WITH THE SITE BEING SURROUNDED ON ALL FOUR 
SIDES WITH EASEMENTS, VEHICULAR CIRCULATION, AND INCREASED ROW FOR RELOCATED AND WIDENED 
SIDEWALK, THEY POSSESS A HARDSHIP FOR USABLE BUILDING AREA.

SPECIAL REVIEW USE ITEMS

LANDSCAPE ISLANDS = 6' MIN -REQUEST A WAIVER FOR A REDUCTION OF LANDSCAPE ISLAND WIDTH IN NORTH-WEST CORNER TO 3.9FT.  
THIS WOULD ALLOW THE THREE PARKING SPACES AND A PEDESTRIAN WALK WITH A 2FT WIDE PLANTED 
LANDSCAPE SCREEN FROM THE LOADING ZONE.

Date:

Plot Date:

Project:

Revisions:

This document contains proprietary information belonging to 
Caddis, or its affiliated companies and shall be used only for 
the purpose for which it was supplied with the prior written 
consent of Caddis pc

BOULDER
1510 Zamia Avenue #103
Boulder, CO 80304
tel: 303.443.3629 

hello@caddispc.com
www.caddispc.com

Full Size: 0" 1" 2"

Archive:

Architecture, planning, etc.

PUD + SRU

of 16

9/24/2020 5:17:59 PM

09.23.2020

2001

COVER SHEET

PUD 1.0
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511 E. SOUTH
BOULDER ROAD
LOUISVILLE, CO

THE ROSE & RAVEN
511 E. SOUTH BOULDER ROAD
LOUISVILLE, CO

OWNER
Corvus Nidus LLC
Contact: Joshua Martinsons
707 12th St
Boulder, CO 80302
P: 917.327.9301
Joshua: joshua@theroseandraven.com

ARCHITECT
Caddis, P.C.
Project Architect: Bryan Bowen
Project Manager: Kelly Siu
1510 Zamia Ave. #103
Boulder, CO 80304
P: 303.443.3629
Bryan: bryan@caddispc.com
Kelly: kelly@caddispc.com

STRUCTURAL ENGINEER
JVA
Contact: Jeannette Torrents
1319 Spruce Street
Boulder, CO  80302
O: 303.444.1951
D: 303.565.4919
Jeannette: jtorrents@jvajva.com

CIVIL ENGINEER
JVA
Contact: Sharon Procopio
1319 Spruce Street
Boulder, CO  80302
O: 303.444.1951
D: 303.565.4932
Sharon: sprocopio@jvajva.com

LANDSCAPE ARCHITECT
Tope Landscape Architecture
Contact: Bill Gotthelf
P: 303.500.1058
Bill: bill@topelandscape.com

MEP ENGINEER
Boulder Engineering Company
Contact: Michael Vair
1717 15th St
Boulder, CO 80302
O: 303.444.6038 x103
D:720.387.7223
Michael: michael@boulderengineering.com

GEOTECHNICAL ENGINEER
Soilogic
Contact: Darrel DiCarlo
O: 970.535.6144
M: 970.402.4057
Darrel: darrel@soilogic.com

SURVEYOR
Esi Land Surveying LLC
Contact: Don Lambert
PO Box 13529
Denver, CO 80202
O: 303.340.0113
M: 303.901.4354
Don: don@esiland.com

VICINITY MAP (NTS)PROJECT CONTACTS

SCOPE OF WORK

THIS NEW 2 STORY BUILDING AT 511 E. SOUTH BOULDER ROAD REPLACES THE EXISTING BANK BUILDING.  THE NEW PROPOSED USE OF THE 
GROUND FLOOR CONSISTS OF A VINTNERS RESTAURANT / CIDERY AND TAVERN / FOOD HALL, WITH AN EXTERIOR FOOD TRUCK PARK WITH AN 
ENHANCED OUTDOOR SEATING AND PEDESTRIAN AREA ALONG SOUTH AND WEST PROPERTY.  THE TAVERN / FOOD HALL WILL HAVE 3 TENANT 
KITCHENS AND 1 FOOD RETAIL SPACE. 
PROPOSED BUSINESS HOURS:  THE VINTNERS RESTAURANT OPEN AT 7am TO Noon, 7 DAYS A WEEK.  THE TAVERN / FOOD HALL/ OUTDOOR 
SEATING OPEN AT 11am TO 10pm, SUNDAY TO THURSDAY.  THE TAVERN / FOOD HALL / OUTDOOR SEATING OPEN AT 11am TO MIDNIGHT, FRIDAY 
AND SATURDAY.  
PROPOSED HOURS OF OUTDOOR AMPLIFIED MUSIC: 11am TO 9pm, 7 DAYS A WEEK.

PROPERTY INFORMATION

LOT AREA: 33,559 SF / 0.77 ACRES
LEGAL DESCRIPTION: LOT 1,  LOUISVILLE NORTH 7TH FILING REPLAT B

FLOODPLAIN: ZONE X FLOODPLAIN

#

SHEET

NO. SHEET NAME

1 PUD 1.0 COVER SHEET

2 PUD 2.0 DEVELOPMENT PLAN

3 PUD 3.0 TENANT SPACE

4 PUD 4.0 PARKING PLAN

5 PUD 5.0 EXTERIOR ELEVATIONS

6 PUD 6.0 EXTERIOR PERSPECTIVES

7 PUD 7.0 PHOTOMETRICS

8 PUD 8.0 LUMINAIRE SCHEDULE AND CUT SHEETS

9 PUD 9.0 GRADING AND DRAINAGE PLAN

10 PUD 10 OVERALL UTILTY PLAN

11 PUD 11 LANDSCAPE NOTES

12 PUD 12 OVERALL LANDSCAPE PLAN

13 PUD 13 LANDSCAPE PLAN ENLARGEMENT

14 PUD 14 LANDSCAPE PLAN ENLARGEMENT

15 PUD 15 LANDSCAPE DETAILS

16 PUD 16 LANDSCAPE DETAILS

PUD & SRU INFORMATION:

EXISTING AND PROPOSED ZONE:   CC

BUILDING SETBACKS: MIN. PROVIDED:
SOUTH PROPERTY LINE:  30' 17'-6"  *REQUIRES WAIVER
EAST PROPERTY LINE: 10' 51'-3"
NORTH PROPERTY LINE: 10' 20'
WEST PROPERTY LINE: 10' 77'

LOT SIZE:   33,559 sf
BUILDING FOOTPRINT: 10,240 sf
BUILDING AREA: 14,000 sf
BUILDING HEIGHT: 35 ft MAX, ELEVATOR OVERRUN: 42'-0"
LOT COVERAGE: 30%

PUD-C:  OPEN SPACE REQUIRED 30% = 10,067sf
PROPOSED:  28%  *REQUIRES  WAIVER

PARKING (FOR ADDITIONAL PARKING DATA, SEE SHEET PUD 4.0 PARKING PLAN):
EXISTING SHARED: 74 SPACES (**COVENANT PARKING AGREEMENT REC # 03288500 )
ON-SITE: 8 SPACES
TOTAL : 82 STALLS
NEW: 1 LOADING

NEW BICYCLE PARKING: 10 REQUIRED.
NEW BICYCLE PARKING: 14 PROVIDED

PARKING SETBACKS: MIN. PROVIDED:
SOUTH PROPERTY LINE: 25' 72'-2"
EAST PROPERTY LINE: 10' 36'-7"
NORTH PROPERTY LINE: 10' 16'-9"
WEST PROPERTY LINE: 10' 25'-5"

MAINTENANCE WITHIN RIGHT OF WAY:  SNOW REMOVAL FROM WALK AND LANDSCAPE MAINTENANCE IS PROVIDED BY THE ADJACENT PROPERTY 
OWNER.

Hospitality Consultant
EVG Hospitality
Contact: Gregory Topel
P: 303.717.9090
Greg: gregt@evghospitality.com

04.02.2020

1

LOT 1, LOUISVILLE NORTH 7 TH FILING REPLAT B 
FINAL PLANNED UNIT DEVELOPMENT AND SPECIAL REVIEW USE
511 E. SOUTH BOULDER ROAD 
THE ROSE AND RAVEN

09.24.2020 RE-SUBMITTAL
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LOT 1 PARKING DEMAND:  
NEW RESTAURANT PARKING DEMAND: (15 SPACES / 1000 SF)
5,300 SF TOTAL  = 80 SPACES
WAREHOUSE PARKING DEMAND: (1 SPACE / 1000 SF)
2,000 SF TOTAL  = 2 SPACES
TOTAL LOT 1 PARKING DEMAND:  82 SPACES

EXISTING DEVELOPMENT PARKING DEMAND:
EXISTING RETAIL PARKING DEMAND: (4.5 SPACES / 1000 SF)
28,350 SF TOTAL = 128 SPACES
EXISTING RESTAURANT PARKING DEMAND: (15 SPACES / 1000 SF)
4,250 SF TOTAL  = 64 SPACES  
TOTAL EXISTING DEVELOPMENT PARKING DEMAND: 192 SPACES

(EXCLUDES ESTIMATED AREA FOR KITCHEN, STORAGE, WC, ETC)

TOTAL DEVELOPMENT PARKING DEMAND: 274 SPACES

PARKING DEMAND CALCULATIONS:

Rev# Date Description

1" = 20'-0"2 LEVEL 1 PARKING AREA CALCULATIONS

1" = 20'-0"3 LEVEL 2 PARKING AREA CALCULATIONS

PARKING PROVIDED:

LOT 1 PARKING PROVIDED: 8 SPACES
EXISTING DEVELOPMENT PARKING PROVIDED: 269 SPACES
TOTAL PARKING PROVIDED: 277 SPACES  

TOTAL DEVELOPMENT PARKING RATIO: 5.1 SPACES / 1000 SF

(40,000 SF EXISTING + 14,000 SF NEW DEVELOPMENT) 54,000 SF

SHARED PARKING SPACES PER COVENANT PARKING AGREEMENT REC # 03288500

SITE CONTEXT:
THERE IS NO ON-STREET PARKING ADJACENT TO THE SITE.  GIVEN OUR ADJACENCY TO THE HIGHLINE 
LATERAL TRAIL AND A SIGNIFICANT INVENTORY OF RESIDENTIAL HIGH AND MID-DENSITY HOUSING, WE 
BELIEVE THAT THIS REASONABLY ALLOWS ACCESS FOR MORE BIKE/PEDESTRIAN VISITS. 

PARKING REDUCTION:
AS PER SEC. 17.20.080, PARAGRAPH A, SECTION 3, THE PARKING DEMAND GENERATED BY OUR 
PROJECT WILL BE SIGNIFICANTLY DISTRIBUTED OVER VARYING TIMES OF USE—FROM 7 OR 7:30AM 
(TBD) UNTIL 9PM/11PM WEEKDAYS/WEEKENDS, AND WILL DO SO IN A MANNER THAT, FOR THE MOST 
PART, VARIES INVERSELY WITH THE PARKING NEEDS FOR THE NEARBY RETAIL BUSINESSES. 

PARKING NEEDS:
THERE WILL BE AROUND 10-15 STAFF NEEDING PARKING SPACES AT GIVEN TIMES OF THE DAY.  WE 
ARE PROVIDING 225 TOTAL SEATS (INDOOR AND OUTDOOR).

25% (1 OF 4) OF OUR HOODED KITCHEN SPACE WILL BE SOLELY ENGAGED IN AM BREAKFAST SERVICE 
OF A “GRAB-AND-GO” NATURE FOR COMMUTERS. THE REMAINDER WILL OPEN AS THAT KITCHEN 
CLOSES AND WILL OPERATE FOR LUNCH AND DINNER. BECAUSE OF THIS, THE OVERALL STAFF AND 
CUSTOMER OCCUPANCIES WILL BE DISTRIBUTED THROUGHOUT THE DAY.

WE ANTICIPATE LIGHT GUEST AND STAFF VISITS/PARKING OCCUPANCY IN THE AM. THE MAJORITY OF 
GUEST AND STAFF VISITS WILL OCCUR FROM 5PM TO 9PM.  WE ESTIMATE 10 GUEST AND STAFF 
PARKING NEEDED IN THE AM AND 75 - 80 PARKING SPACES NEEDED FOR FAMILIES, GUESTS AND 
STAFF PARKING NEEDED IN PM. SEE BELOW FOR FURTHER EXPLANATION.

VARYING TIME PERIODS OF USE:
THE VINTNERS RESTAURANT OPEN AT 7am TO noon, 7 DAYS A WEEK.  
THE TAVERN / FOOD HALL/ OUTDOOR SEATING OPEN AT 11am TO 10pm, SUNDAY TO THURSDAY. 
THE TAVERN / FOOD HALL / OUTDOOR SEATING OPEN AT 11am TO MIDNIGHT, FRIDAY AND SATURDAY. 

AS ABOVE, WE WILL HAVE ONE KITCHEN THAT OFFERS BREAKFAST FARE FROM 7 OR 7:30 TO NOON.  
THERE WILL BE 1 TO 3 FOOD HALL KITCHENS SERVING LUNCH BETWEEN 11AM TO 3PM.      
DINNER FARE WOULD BE OFFERED AROUND 4:30PM TO 9:30PM. WE ANTICIPATE PEAK VOLUME OF 
VISITORS BETWEEN 5 AND 9 PM. DINNER FARE WOULD BE OFFERED AROUND 4:30PM TO 9:30PM. WE 
ANTICIPATE PEAK VOLUME OF VISITORS BETWEEN 5 AND 9 PM.   

COMMON PARKING AREAS:
THE COVENANT PARKING AGREEMENT REC # 03288500 EXPLICITLY ALLOWS FOR SHARED USE OF ALL 
PARKING SPACES IN LOT 2 TRACT II AND TRACT IIA; THESE ESTIMATED 269 PARKING SPACES ARE 
SHARED WITH EXISTING RETAIL AND RESTAURANT USE.   ADDITIONALLY, MANY OF THE RETAIL 
BUSINESSES WILL CLOSE OR EXPERIENCE REDUCED CUSTOMER VOLUMES IN THE LATE 
AFTERNOON/EARLY EVENING, WHICH SHOULD REDUCE/DISTRIBUTE THE OVERALL PARKING 
OCCUPANCY RATES OVER THE SPAN OF THE DAY.

PARKING DEMAND REDUCTION RATIONALE:
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42' - 0" ELEVATOR OVERRUN

40' - 0" ROOF TOP MECH SCREEN

DRY STACK STONE 
VENEER

ELEVATION LEGEND

SINGLE SKIN METAL PANEL
- TYPE 1 : Metlspan Designer 
Series 16 Fluted Panel (OR EQ)

CEMENTITIOUS PANEL

CEMENTITOUS SIDING

SINGLE SKIN METAL PANEL 
- TYPE 2  : ShadowRib (OR EQ.)
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STONE VENEER AND METAL FENCE, 3FT TO 4FT TALL
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WW1W
10W 1200 LUMEN

3000K LED
WALL SCONCE W/ WIDE THROW WALL MOUNT

LITHONIA / WDGE2 LED P1 30K 80CRI VW 

MVOLT
120

NOTES: *NOTIFY ENGINEER OF ANY DISCREPANCIES BETWEEN MODEL NUMBERS AND DESCRIPTIONS PRIOR TO ORDERING

*VERIFY CEILING INSULATION W/ GC AND NOTIFY ENGINEER OF ANY IC RATING CONFLICTS PRIOR TO ORDERING

*REFER TO PHOTOMETRIC PLANS FOR MOUNTING HEIGHTS OF ALL FIXTURES

LUMINAIRE SCHEDULE
KEY LAMP DESCRIPTION CEIL'G (DEPTH) MANUFACTURER/# VOLT

AA3
55W 5492 LUMEN

3000K LED
POLE MOUNTED LIGHT W/ TYPE 3 DISTRIBUTION POLE MOUNT BEACON / VPS-24L-55-3K7-3-UNV-A-XX 120

AA4
55W 5921 LUMEN

3000K LED
POLE MOUNTED LIGHT W/ TYPE 4 DISTRIBUTION POLE MOUNT BEACON / VPS-24L-55-3K7-4-UNV-A-XX 120

AA5Q
55W 5908 LUMEN

3000K LED
POLE MOUNTED LIGHT W/ TYPE 5QM DISTRIBUTION POLE MOUNT BEACON / VPS-24L-55-3K7-5QM-UNV-A-XX 120

AA5W
55W 5908 LUMEN

3000K LED
POLE MOUNTED LIGHT W/ TYPE 5W DISTRIBUTION POLE MOUNT BEACON / VPS-24L-55-3K7-5W-UNV-A-XX 120

DD
12W 1050 LUMEN

3000K LED
CANOPY FIXTURE SURFACE WAC LIGHTING / FM-05RN-930-XX 120

WW1F
10W 1200 LUMEN

3000K LED
WALL SCONCE W/ FORWARD THROW WALL MOUNT

LITHONIA / WDGE2 LED P1 30K 80CRI VF 

MVOLT
120

LIGHT POLE DETAIL 1

NTS

PVC ENDBELL

GROUTED BASE -

NON SHRINK

ANCHOR BOLTS 

SUPPLIED WITH POLE

PER NEC 

#300-5

PVC SCH 40 CONDUIT

CONCRETE POLE BASE- 3000PSI 

WITH 4 #4 VERTICAL REBARS 

AND #2 REBAR TIES @12"

12" MORE IN DIAMETER THAN THE BOLT 

CIRCLE DIAMETER OF THE POLE AS THE 

MINIMUM DIAMETER OF THE POLE BASE.

24"

AS REQUIRED FOR 100 MPH 

WIND LOADS AND FOR THE 

LOCAL SOIL CONDITIONS.

POLE BASE COVER

GROUND CONDUCTOR 

TO REBAR IN POLE 

BASE

PER LIGHTING FIXTURE SCHEDULE.  

SEE PLANS FOR FIXTURE 

NUMBERS AND CONFIGURATIONS. 

(NO DROP LENSE ALLOWED)

*** (WHERE REQUIRED BY LOCAL CODES, THE CONDUIT STUBBED ABOVE THE 

CONCRETE BASE SHALL BE GRC TYPE CONDUIT WITH A METAL BUSHING)

*** THE EXACT LOCATIONS OF ALL BASES SHALL BE DETERMINED FROM THE 

ARCHITECTURAL AND CIVIL DRAWINGS.  INCLUDING THE TOP OF THE POLE BASE 

ELEVATIONS.

18'

HANDHOLE COVER

CONNECT SYSTEM GROUND 

CONDUCTOR TO GROUNDING LUG 

INSIDE OF POLE

HANDHOLE GRD PER NEC 250-81

engineering
boulder        

plumbing, mechanical 

and electrical

1717 15th Street

Boulder, CO 80302

303.444.6038 phone

303.442.1172 fax

staff@boulderengineering.com
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PLANT LEGEND

1. ALL TREES B&B.
2. UTILITY LOCATIONS ARE SHOWN ON THE PLANS FOR REFERENCE ONLY. CONTRACTOR IS RESPONSIBLE FOR VERIFYING ACTUAL UTILITY

LOCATIONS.

PLANT LEGEND NOTES

1. EXISTING TREES: NO EXISTING TREES TO REMAIN WITHIN THE SITE OR RIGHT OF WAY.
2. PLANT MATERIAL: REQUIRED PLANT MATERIAL SHALL BE GROWN IN A NURSERY IN ACORDANCE WITH PROPER HORTICULTURAL PRACTICE. PLANTS SHALL BE HEALTHY, WELL-BRANCHED, VIGOROUS STOCK WITH A

GROWTH HABIT NORMAL TO THE SPECIES AND VARIETY, AND FREE OF DISEASES, INSECTS, AND INJURIES.
3. MULCH (FOR MULCHED PLANTING BEDS): 3" DEPTH RIVER ROCK, 2-1/2" SIZE, BUFF COLOR
4. INSTALL WEED BARRIER FABRIC AT ALL MULCHED PLANTING BEDS CONFORMING TO THE FOLLOWING: NONWOVEN GEOTEXTILE FILTER FABRIC: POLYPROPYLENE OR POLYESTER FABRIC, 3 OZ./SQ. YD. MINIMUM,

COMPOSED OF FIBERS FORMED INTO A STABLE NETWORK SO THAT FIBERS RETAIN THEIR RELATIVE POSITION. FABRIC SHALL BE INERT TO BIOLOGICAL DEGRADATION AND RESIST NATURALLY ENCOUNTERED
CHEMICALS, ALKALIS, AND ACIDS.

5. TREE STAKES: TWO INCH (2") DIAMETER BY SIX FOOT (6') LENGTH ROUND WOODEN POSTS OR SIX FOOT (6') LONG, HEAVY-DUTY T-BAR STEEL POSTS WITH WHITE TOPS
6. TREE GUYS: 1/2" STRAP-X (FLAT SYNTHETIC WEBBING MATERIAL) OR 1/2" CENTRAL BAG POLYESTER STRAPPING WITH 17 GAUGE GALVANIZED STEEL WIRE
7. SOIL AMENDMENT TO BE TYPE I COMPOST, TYP.  PROVIDE BIO-COMP BY A-1 ORGANICS OR APPROVED EQUAL:  FINELY SHREDDED, FREE OF PLANTS, ROOTS, STICKS, STONES, LUMPS, AND NOXIOUS WEEDS.  THE

MATERIAL SHALL CONTAIN A MINIMUM OF 30% ORGANIC MATTER AND SHALL HAVE A pH RANGE OF 4.5 TO 7.5, AND A SALT CONTENT NOT MORE THAN 3 MMHOS/CM AND MEET THE CLASS I REQUIREMENTS.
8. SOIL AMENDMENT AT PLANTING BEDS: 4 CUBIC YARDS PER 1,000 SQUARE FEET TILLED THOROUGHLY TO A MINIMUM DEPTH OF 6"-9".
9. UTILITIES: NO TREES SHALL BE PLANTED WITHIN 10' OF A WATER OR SEWER LINE.  NO TREES SHALL BE PLANTED WITHIN A 10' RADIUS AROUND FIRE HYDRANTS.
10. DRY UTILITIES: ALL EXISTING DRY UTILITIES SHALL BE FIELD LOCATED BEFORE ANY DIGGING OR TREE LOCATION STAKING TAKES PLACE.  DO NOT PLANT A TREE WITHIN 4' OF ANY EXISTING DRY UTILITY WITHOUT

VERIFYING THE DEPTH OF THE UTILITY.
11. IRRIGATION SYSTEM OPERATION IN RIGHT OF WAY SHALL BE INSPECTED AND APPROVED BY PUBLIC WORKS PRIOR TO CONSTRUCTION ACCEPTANCE. ADJUST SPRAY PATTERN TO IRRIGATE LANDSCAPE, NOT

OVERTHROW ONTO PAVED SURFACES.
12. PRECONSTRUCTION CONFERENCE WITH IRRIGATION CONTRACTOR REQUIRED BY PUBLIC WORKS.
13. TREE ROOT BARRIERS SHALL BE USED AT ALL LOCATIONS WHERE TREES ARE PLANTED 5' OR CLOSER TO PUBLIC WALKS OR CURBS.

LANDSCAPE NOTES:

PUD 11 LANDSCAPE NOTES
PUD 12 OVERALL LANDSCAPE PLAN
PUD 13 LANDSCAPE PLAN ENLARGEMENT
PUD 14 LANDSCAPE PLAN ENLARGEMENT
PUD 15 LANDSCAPE DETAILS
PUD 16 LANDSCAPE DETAILS

LANDSCAPE SHEET INDEX

RAIN GARDEN SEED MIX SHALL CONFORM TO THE FOLLOWING SPECIFICATIONS:
RAIN GARDEN SEED MIX

RAIN GARDEN SEEDING NOTES:
1. PLS = PURE LIVE SEED
2. SEEDING RATE IS FOR DRILL SEEDING; SEEDING RATE TO BE DOUBLED FOR HAND

BROADCASTING.
3. ALL MATERIALS FURNISHED SHALL BE FREE OF COLORADO STATE NOXIOUS WEEDS.
4. PROVIDE RAIN GARDEN PLANTING MEDIUM PER CIVIL ENGINEER'S RAIN GARDEN

DESIGN CRITERIA.
5. NATIVE SEEDING TO BE PERFORMED USING A DRILL SEEDER WHEREVER FEASIBLE.

AREAS INACCESSIBLE TO A DRILL SEEDED TO BE HAND BROADCASTED.
6. SEED IN TWO DIRECTIONS TO DISTRIBUTE SEED EVENLY.
7. AFTER SEEDING, THE AREA SHALL BE COVERED WITH CRIMPED STRAW OR JUTE

MESH.
8. TEMPORARY IRRIGATION MAY BE USED FOR ESTABLISHMENT OF RAIN GARDEN

SEED MIX. NO IRRIGATION IS REQUIRED AFTER ESTABLISHMENT FOR SPECIES
INCLUDED IN MIX.

W
ILD

FL
OW

ER
S

COMMON NAME SCIENTIFIC NAME     LBS/PLS/ACRE
PLAINS COREOPSIS COREOPSIS TINCTORIA 0.17
WHITE PRAIRIE CLOVER DALEA CANDIDA 0.65
PURPLE PRAIRIE CLOVER DALEA PURPUREA 0.81
BLUE FLAX LINUM LEWISII 0.83
MEXICAN HAT RATIBIDA COLUMNIFERA 0.20
PRAIRIE ASTER MACHAERANTHERA TANACETIFOLIA 0.49
BLACK-EYED SUSAN RUDBECKIA HIRTA 0.14

G
RA

SS
ES

INDIAN RICEGRASS ACNATHERUM HYMENOIDES 1.13
SIDEOATS GRAMA BOUTELOUA CURTIPENDULA 1.15
BUFFALOGRASS BOUTELOUA DACTYLOIDES 3.27
BLUE GRAMA BOUTELOUA GRACILIS 0.25
INLAND SALTGRASS DISTICHLIS STRICTA 0.35
BOTTLEBRUSH SQUIRRELTAIL ELYMUS ELYMOIDES 0.95
STREAMBANK WHEATGRASS ELYMUS LANCEOLATUS SSP. LANCEOLATUS 1.36
PRAIRIE JUNEGRASS KOELERIA MACRANTHA 0.08
WESTERN WHEATGRASS PASCOPYRUM SMITHII 1.61
LITTLE BLUESTEM SCHIZACHYRIUM SCOPARIUM 0.70
TOTAL SEEDING RATE FOR RAIN GARDEN SEED MIX   14.14 LBS/PLS/ACRE

THIS LANDSCAPE PLAN IS DESIGNED TO MEET OR EXCEED THE REQUIREMENTS OF THE LOUISVILLE COMMERCIAL DEVELOPMENT DESIGN
STANDARDS AND GUIDELINES  (CDDSG) WITH RESPECT TO LANDSCAPE STANDARDS, PLANT SELECTION, LANDSCAPE AREA, AND WATER
CONSERVATION.

WATERWISE LANDSCAPING BEST PRACTICES ARE UTILIZED THROUGHOUT THE PROPOSED LANDSCAPE, INCLUDING NATIVE AND ADAPTED
PLANTS, SOIL AMENDMENTS, HYDROZONING, EFFICIENT IRRIGATION PRACTICES, MULCHING, AND CONSIDERATION OF MAINTENANCE
REQUIREMENTS.

ALL PROPOSED PLANTINGS WILL BE WATERED WITH AN AUTOMATIC, UNDERGROUND IRRIGATION SYSTEM DESIGNED FOR EFFICIENCY (EXCEPT
THE RAIN GARDEN SEEDING AREA WHICH IS DESIGNED TO REQUIRE NO SUPPLEMENTAL IRRIGATION AFTER ESTABLISHMENT).

LANDSCAPE DESIGN STATEMENT

PUBLIC STREET FRONTAGE 236 LF

TREES REQUIRED

TREES PROVIDED

SOUTH BOULDER ROAD LANDSCAPE BUFFER:
TREE REQUIREMENTS
1 TREE PER 40 LINEAL FEET OF PUBLIC STREET FRONTAGE WITHIN 10 FEET OUTSIDE THE SIDEWALK,
INTERNAL TO THE DEVELOPMENT (CDDSG 5.1.E.2.b)

6
7

PUBLIC STREET FRONTAGE 236 LF

SHRUBS REQUIRED

SHRUBS PROVIDED

SOUTH BOULDER ROAD LANDSCAPE BUFFER:
SHRUB REQUIREMENTS
1 SHRUB PER 5 LINEAL FEET OF PUBLIC STREET FRONTAGE WITHIN 10 FEET OUTSIDE THE SIDEWALK,
INTERNAL TO THE DEVELOPMENT (CDDSG 5.1.E.2.c)

47

39
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LANDSCAPE NOTES

PUD 11

A. THE PROPERTY OWNER SHALL REMOVE AND REPLACE DEAD OR DISEASED PLANT
MATERIALS IMMEDIATELY WITH THE SAME TYPE, SIZE, AND QUANTITY OF PLANT
MATERIAL AS ORIGINALLY INSTALLED.

B. AVOID REPLACING PLANT MATERIALS DURING THE DRY WINTER MONTHS
BETWEEN DECEMBER AND FEBRUARY AND IN MID-SUMMER.

C. CONTACT THE PLANNING DIVISION FOR SPECIFIC TIME REQUIREMENTS FOR
LANDSCAPE MATERIAL REPLACEMENT.

D. LANDSCAPE MATERIALS LOCATED IN THE PUBLIC RIGHT-OF-WAY ARE TO BE
MAINTAINED BY THE ABUTTING PROPERTY OWNER.

STANDARDS AND GUIDELINES:

LENGTH OF TREE PLANTING STRIP 151 LF

TREES REQUIRED

TREES PROVIDED (SPACED AT 1 TREE PER 30 LINEAL FEET)

SOUTH BOULDER ROAD STREET FRONTAGE:
TREE REQUIREMENTS
1 TREE PER 40 LINEAL FEET OF PUBLIC STREET FRONTAGE BETWEEN THE SIDEWALK AND CURB IN A
MINIMUM 8-FOOT WIDTH STRIP (CDDSG 5.1.E.2.a)

4

5

SHRUBS REQUIRED

SHRUBS PROVIDED

SOUTH BOULDER ROAD STREET FRONTAGE:
SHRUB REQUIREMENTS
1 SHRUB PER 5 LINEAL FEET OF PUBLIC STREET FRONTAGE BETWEEN THE SIDEWALK AND CURB IN A
MINIMUM 8-FOOT WIDTH STRIP (CDDSG 5.1.E.2.a)

30

17

LENGTH OF TREE PLANTING STRIP 151 LF

ORNAMENTAL GRASSES PROVIDED 106

ORNAMENTAL GRASS CREDITS AT 1:5 RATIO 21

TOTAL SHRUB PLANTING CREDITS 38

ORNAMENTAL GRASSES PROVIDED 41

ORNAMENTAL GRASS CREDITS AT 1:5 RATIO 8

TOTAL SHRUB PLANTING CREDITS 47

11



EAST SOUTH BOULDER ROAD
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PROPOSED BUILDING

UTILITY EASEMENT
RE: CIVIL

10' PUBLIC SERVICE CO.
EASEMENT

5'-0"

7 BIKE RACKS ON
PERMEABLE PAVERS

NEW 8' SIDEWALK
RE: CIVIL

SANDSTONE
SEAT WALL

18" H+W

LOT LINE

30' DRIVEWAY SIGHT
TRIANGLE

RELOCATED
HYDRANT
RE: CIVIL

FLUSH
CURB, TYP.

NEW 8' TREE LAWN 30' DRIVEWAY SIGHT
TRIANGLE

PLANTER
WITH VINES
AT COLUMN
BASE, TYP.

OVERHEAD
CANOPY
RE: ARCH

RAIN GARDEN
SEEDING

DECK AREA
RE: ARCH

STABILIZED
CRUSHER

FINES

PAVERS

TRANSFORMER
PAD

TRASH ENCLOSURE
RE: ARCH

LANDSCAPE PLAN
ENLARGEMENT
NORTHEAST

1
14

LANDSCAPE PLAN
ENLARGEMENT
SOUTHEAST

2
14

LANDSCAPE PLAN
ENLARGEMENT
SOUTHWEST

2
13

LANDSCAPE PLAN
ENLARGEMENT
NORTHWEST

1
13FOOD TRUCK

PARKING

LANDSCAPE PLAN
ENLARGEMENT
NORTHWEST

1
13 BOLLARD, TYP.

RE: CIVIL

TRELLIS
W/VINES

ACCESS
EASEMENT
RE: CIVIL

ACCESS EASEMENT
RE: CIVIL

LEGEND

CONCRETE FLATWORK
RE: CIVIL

MULCHED LANDSCAPE
BED

PROPOSED DECIDUOUS
SHADE TREE

SHRUB

ORNAMENTAL GRASS

STABILIZED CRUSHER
FINES

PAVERS - TYPE 1

PAVERS - TYPE 2

PAVERS - TYPE 3

DECK
RE: ARCH

PROPOSED DECIDUOUS
ORNAMENTAL TREE

CLIMBING VINE

EXISTING DECIDUOUS
TREE

EXISTING EVERGREEN
TREE

PERMEABLE PAVERS

RAIN GARDEN
SEEDING

PERENNIAL

OVERALL LANDSCAPE PLAN
1 Scale: 1" = 10'

0 10' 20'NORTH
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EAST SOUTH BOULDER ROAD
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EAST SOUTH BOULDER ROAD
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PLANTING PIT 2X ROOT BALL DIAMETER
4'-0" MIN.

TREE ROOT BALL; REMOVE BURLAP, WIRE
CAGE, AND ALL FOREIGN MATERIALS;
KEEP ROOT BALL INTACT

PLANT PIT BACKFILL MIXTURE:
· FOUR PARTS NATIVE SOIL
· ONE PART TYPE I COMPOST
· MATERIALS THOROUGHLY BLENDED

3" DEPTH MULCH PER LANDSCAPE NOTES

SET TOP OF ROOT BALL APPROX. 2"
ABOVE TOP OF SURROUNDING GRADE

PULL MULCH BACK FROM TRUNK; ROOT
FLARE TO BE FULLY EXPOSED

SCARIFY EDGES OF PLANTING PIT PRIOR
TO BACKFILLING

MOUND TOP OF BACKFILL SLIGHTLY
HIGHER THAN SURROUNDING GRADE;
SLOPE TO DRAIN AWAY FROM ROOT BALL

SET ROOT BALL ON UNDISTURBED OR
RECOMPACTED SUBGRADE

NO MORE THAN 1" MULCH ON TOP OF
ROOT BALL

NOTE:
· SEE TREE STAKING DETAIL FOR STAKING, TREE WRAP, AND

ADDITIONAL TREE PLANTING INFORMATION

TRIM FABRIC AROUND ROOT BALL; NO
FABRIC ON/OVER ROOT BALL

2"
3"

WEED BARRIER FABRIC PER LANDSCAPE
NOTES

NOTE:
· SEE TREE PLANTING DETAILS

FOR ADDITIONAL TREE
PLANTING INFORMATION

TRUNK PLUMB AND STRAIGHT

6' HEAVY DUTY TEE POST
W/BLADE ON TREE SIDE

PROTECTIVE CAP SECURED TO
TEE POST

STAKING PLAN - 2 STAKES

TREE STAKE ON NW SIDE (OR TYP.
DIRECTION OF  PREVAILING WIND)

120°

STAKING PLAN - 3 STAKES

STAKES OUTSIDE PLANTING PIT,
TYP.

WRAP TRUNK OF DECIDUOUS TREES WITH 4"
TREE WRAP FROM GROUND LEVEL TO ABOVE
FIRST MAIN BRANCH

RUN DOUBLE STRAND 12 GAUGE WIRE
THROUGH GROMMETS IN 2" NYLON STRAP.
RUN WIRE TO POST AND TWIST FOR SLIGHT
TENSION.

ROOT BALL; SEE TREE PLANTING DETAIL

PLANTING PIT; SEE TREE PLANTING DETAIL

MULCH; SEE TREE PLANTING DETAIL

CONIFERS: TO HAVE 2 STAKES FOR TREES 6 FEET AND LESS.
3 STAKES FOR TREES ABOVE 6 FEET.

DECIDUOUS TREES: TO HAVE 2 STAKES FOR TREES 2-1/2"
CALIPER AND LESS. 3 STAKES FOR TREES 3" CALIPER AND
GREATER.

REMOVE STAKES & GUYS AFTER 1 YEAR.

3"

PLANT SPACING

PLANT SPACING
PER PLANS

ROOT BALL (NO. 1 CONT. SIZE);
REMOVE CONTAINER AND ALL
FOREIGN MATERIALS

PLANT PIT BACKFILLED W/NATIVE
SOIL, NO AMENDMENT

3" DEPTH MULCH PER
LANDSCAPE NOTES

WEED BARRIER FABRIC PER
LANDSCAPE NOTES

SET TOP OF ROOT BALL APPROX.
2" ABOVE FINISH GRADE; ENSURE
THAT NO BACKFILL OR MULCH
ARE PLACED AGAINST CROWN
OF PLANT OR ON TOP OF ROOT
BALL

KEEP MULCH AWAY FROM
CROWN OF PLANT; NO MULCH
AGAINST CROWN OR ON TOP OF
ROOT BALL

SCARIFY EDGES OF PLANTING PIT
PRIOR TO BACKFILLING

TAPER BACKFILL AWAY FROM
ROOT BALL, SLOPED AWAY FROM
PLANT ON ALL SIDES; NO
BACKFILL AGAINST CROWN OR
ON TOP OF ROOT BALL

PLANTING PIT
2X ROOT BALL

DIAMETER

PACK BACKFILL AGAINST ROOT
BALL FOR MAXIMUM SOIL
CONTACT

TRIM FABRIC TO EDGE OF
PLANTING PIT

2"

PER PLANS

2"

3"

3"

SHRUB SPACING PER PLANS

SHRUB ROOT BALL (NO. 5 CONT. SIZE);
REMOVE CONTAINER AND ALL FOREIGN
MATERIAL

PLANT PIT BACKFILL MIXTURE:
· FOUR PARTS NATIVE SOIL
· ONE PART TYPE I COMPOST
· MATERIALS THOROUGHLY BLENDED

3" DEPTH MULCH PER LANDSCAPE NOTES

WEED BARRIER FABRIC PER LANDSCAPE
NOTES

SET TOP OF ROOT BALL APPROX. 1-1/2"
ABOVE TOP OF SURROUNDING GRADE

PULL MULCH BACK FROM CROWN OF
PLANT; DO NOT PLACE MULCH AGAINST
BARK OR ROOT FLARE

SCARIFY EDGES OF PLANTING PIT PRIOR
TO BACKFILLING

TAPER BACKFILL AWAY FROM ROOT BALL,
SLOPED AWAY FROM PLANT ON ALL
SIDES

SET ROOT BALL ON UNDISTURBED OR
RECOMPACTED SUBGRADE

NO MORE THAN 1" MULCH ON TOP OF
ROOT BALL

NOTE:
· SEE SHRUB PLANTING DETAIL FOR ADDITIONAL SHRUB

PLANTING INFORMATION
PLANTING PIT
2X ROOT BALL

DIAMETER

1-
1/

2"

TRIM FABRIC AROUND ROOT BALL; NO
FABRIC ON/OVER ROOT BALL

TREE STAKING DETAIL
3 SCALE 3/4" = 1'

TREE PLANTING IN MULCHED PLANTING BEDS1 SCALE 1-1/2" = 1'
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LANDSCAPE DETAILS

PUD 15

SHRUB PLANTING DETAIL2 SCALE 1-1/2" = 1'

ORNAMENTAL GRASS / PERENNIAL PLANTING DETAIL4 SCALE 1-1/2" = 1'
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DIMENSIONS PER PLANS

4"

TOP OF CRUSHER FINES FLUSH
WITH TOP OF CONCRETE CURB

TOP OF CRUSHER FINES FLUSH
WITH TOP OF CONCRETE CURB

CRUSHER FINES
W/STABILIZER

SECURE FILTER FABRIC
WITH FABRIC STAKES

AT EACH EDGE, 5' O.C.

GEOTEXTILE FABRIC,
TURNED UP AT

EDGES, TYP.

COMPACTED SUBGRADE
NOTES:
1. EXCAVATED AREA TO BE COMPACTED USING A DOUBLE-DRUM VIBRATORY ROLLER.
2. WHILE WET, THE SURFACE SHALL BE COMPACTED DOWN TO THE FINAL GRADE WITH THE VIBRATORY ROLLER.
3. INSTALL STABILIZED CRUSHER FINES OVER GEOTEXTILE FABRIC IN 4" DEEP TRENCH.
4. CRUSHER FINES TO BE COMPACTED UNTIL MATERIAL IS FIRMLY LOCKED TOGETHER. MATERIALS SHALL BE A MIN. OF 4" DEEP AFTER

COMPACTION.
5. CRUSHER FINES CROSS SLOPE SHALL BE 2% W/ NO DEPRESSIONS TO COLLECT WATER.
6. STABILILIZED CRUSHER FINES PRODUCT TO BE "RED STABILIZER CART PATH: 3/8" SCREENED RED CRUSHER FINES WITH STABILIZER" BY G&S

SOLUTIONS (GOLFANDSPORTSOLUTIONS.COM)
7. FOLLOW MANUFACTURER'S RECOMMENDATIONS FOR STORAGE AND INSTALLATION.

CRUSHER FINES BOUNDED BY
FLUSH CURB, TYP.

 CRUSHER FINES BOUNDED BY
FLUSH CURB, TYP.

1'-10"

2'
-1

0"

CUT PAVERS FOR NEAT
3/8" TO 1/2" JOINT

AROUND BIKE RACK TUBE

BIKE RACK

SECTION

1'
-6

"

1'-0"
TYP.

TY
P.

ANCHOR ROD

TOP OF PAVERS

SAND SETTING BED FOR
PAVERS

AGGREGATE BASE FOR
PAVERS

COMPACTED SUBGRADE

CONCRETE FOOTING

4'-0"2'-0" 2'-0"
MIN. TYP. MIN.

BIKE RACK, TYP.

UNOBSTRUCTED
SURFACE GRADE

TYP. SPACING AND CLEARANCE

2'-4"2'-4"
MIN.MIN.

BIKE RACK, TYP.

UNOBSTRUCTED
SURFACE GRADE

NOTES:
1. PRODUCT: U238-IG
2. DESCRIPTION: 'U' BIKE RACK 2 BIKE, IN GROUND MOUNT
3. FINISH: POWDER COAT
4. COLOR: GUNMETAL
5. MFR: MADRAX DIVISION GRABER MANUFACTURING, INC.

(800) 448-7931,  WWW.MADRAX.COM
6. INSTALL BIKE RACKS ACCORDING TO MANUFACTURER'S

SPECIFICATIONS.
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LANDSCAPE DETAILS

PUD 16

NOTES:
1. TREE ROOT BARRIER TO BE INSTALLED FOR ALL TREES WITHIN 5 FEET OF PUBLIC WALKS,

CURBS, OR STREETS.
2. TREE ROOT BARRIER TO BE MODEL UB18-2 BY DEEPROOT OR APPROVED EQUAL.
3. INSTALLATION TO BE PER MFR'S RECOMMENDATIONS.

TREE ROOT BARRIER3 NOT TO SCALE

STABILIZED CRUSHER FINES2 NOT TO SCALE

BIKE RACK DETAIL
1 NOT TO SCALE
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